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PVC Exposed Electrical FSS Boxes

Type FSS Single Gang Box

Type FSS  Two Gang Box

Part 
 Number

Trade 
Size

Carton 
Quantity “A” “B” “C” “D’ “E” “F”

5133540 1/2 10 2.813 4.625 2.625 2.375 3.500 .875

5133542 3/4 10 2.813 4.625 2.625 2.375 3.500 1.063

5133543      1 10 2.813 4.625 2.625 2.375 3.500 1.313

Dimensions are nominal 

Exposed Boxes Type FSS designed for use in indoor and outdoor locations 
where boxes are exposed and subject to environmental conditions. Type FSS 
is intended for conduit termination with two conduit hubs on one end and no 
outlet.

• 21.8 cu. in. surface mount box
• Durable non-conductive PVC will not rust or 

corrode
• Cover sold separately
• UL Listed and UL Marine Listed
• Approved for use in concrete
• Made in USA

Part 
 Number

Trade 
Size

Carton 
Quantity “A” “B” “C” “D’ “E” “F”

5133390 1/2 5 4.563 4.563 3.250 2.375 5.250 .875

5133391 3/4 5 4.563 4.563 3.250 2.375 5.250 1.063

5133392     1 5 4.563 4.563 3.250 2.375 5.250 1.313

Dimensions are nominal 

Exposed Boxes Type FSS designed for use in indoor and 
outdoor locations where  boxes are exposed and subject to 
environmental conditions. Type FSS is intended for conduit 
termination with two conduit hubs on one end and no outlet.

• 36.3cu. in. surface mount box
• Durable non-conductive PVC will not rust or  
 corrode
• Cover sold separately
• UL Listed and UL Marine Listed
• Approved for use in concrete
• Made in USA


