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The CANTEX EZ BOX® line offers a complete selection of non-metallic 
electrical switch, outlet and ceiling boxes in multiple sizes and styles to 
meet all your new construction and renovation project needs. Whether 
you need EZ nail-on, single-gang boxes with enhanced angled nails 
for installation between studs or adjustable EZ BOXES with adjustable 
brackets for the perfect fit on tile backsplashes, CANTEX has your solu-
tion. EZ BOXES are easy to install, long-wearing, and maintenance-free. 
CANTEX offers almost 100 styles of EZ BOXES in multiple sizes and 
gang applications to meet all of your new and old work project needs. 
You can choose from one of our many wall, ceiling or ceiling fan boxes.

CANTEX EZ BOXES are all either ETL or UL listed for use as in Article 
314 of the National Electrical code. They are also 2-hour fire-rated when 
applicable. Plus, the CANTEX EZ Box line is backed by over 60 years of 
experience manufacturing unrivaled American-made electrical products. 

The CANTEX EZ BOX® Line

EZ BOX® Low Voltage Divider for Use with Multi-Gang Deep Boxes

EZ BOX® New Work Switch & Outlet Boxes

The EZLVD Low Voltage Divider allows the installation of a 
communication devices in closed-back, multi-gang deep boxes. 
EZLVD is used with the following CANTEX 2 or 3-gang EZ 
BOXES: EZ48DN, EZ48DNZ, EZ48DNU, EZ74TN, EZ74TNZ, 
EZ74TNU. and EZ74TNZU.

• Safely divides a multi-gang PVC electrical box
• Can transform a high voltage box into an accepted high   
 and low voltage box
• Can be used with most standard 2 and 3 gang deep PVC  
 electrical boxes
• Engineered for easy, cost saving installation and 
 constructed with resilient PVC for durability
• ETL Listed
• Made in USA
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Low Voltage Divider
Part 

 Number
Carton 

Quantity Height Width Depth

EZLVD 50 3.834 3.870 .080

Dimensions are nominal 

Divides multi-gang, maximum capacity 
boxes to allow for the installation of 
communication devices with standard 
switches or outlets.  Fits 2 & 3-gang, 
maximum capacity, deep EZ BOXES.


