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Dimensions are nominal 

Forte-Ducte® Rigid Nonmetallic Cellular Core PVC Conduit
& Utility Duct

Schedule 40 Forte-Duct® Conduit
Belled End - 20’ Lengths

CANTEX Schedule 40 PVC Forte-Duct® Cellular Core Conduit is 
25% to 30% lighter than standard Schedule 40 conduit with proven 
durability in direct burial installations.

• Nonmetallic PVC material which is corrosion, rust and 
sunlight resistant

• Lighter and easier to install reducing installation costs
• Not ETL listed
• For non UL applications
• Conforms to UL651 and NEMA TC-2
• Rated for use with 90-degree C conductors
• Made in USA
• Sunlight Resistant
• 20’ Lengths

Note:  10’ length available on request

Part 
No. Size Feet per 

Pack
T 

Min OD E B D 
Min

L 
Min

A60CA42 2 2,800 .154 2.375 2.393 2.369 3.000 240

A60DA42 3 1,760 .216 3.500 3.515 3.492 3.750 240

A60EA42 4 1,140 .237 4.500 4.515 4.491 4.500 240

A60FA42 5 760 .258 5.563 5.593 5.553 5.500 240

A60GA42 6 520 .280 6.625 6.658 6.614 6.125 240
Dimensions are nominal 

DBHM-120 Forte-Duct® Conduit
Belled End - 20’ Lengths

Part 
No. Size Feet per 

Pack
T 

Min OD E B D 
Min

L 
Min

*A59DA42 3* 1,400 .127 3.500 3.538 3.508 3.125 240

*A59EA42 4* 1,140 .166 4.500 4.544 4.509 3.375 240

*A59FA42 5* 1,400 .205 5.563 5.614 5.573 4.000 240

*A59GA42 6* 520 .244 6.625 6.687 6.636 5.000 240

*This is not a stocked product. Call for special quotes.
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